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Focus on self-designing, developing and manufacturing diversified high-quality connectors and cables
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M8 female straight molded cable, unshielded/M85}3k% B Sk R T 4R, A Gk
Scale drawing/R <} B

Product photo/;*= 5

Part number/7= k5
Part number("X" is length millimetre mm)/;= ftokF 5 ("X" £ K, A= Kmm)
Pins/& % Code/%! PVC jacket/PVCAI % PUR jacket/PURZM
-10°C~+80°C -40°C~+105°C -40°C~+105°C

3pins/3fL A code/AR 8L00055-X 8L0O0056-X 8L00047-X

4pins/4fL A code/AR! 8L00041-X 8L00061-X 8L00048-X

6pins/6fL A code/AR 8L00068-X 8L00023-X 8L00069-X

8pins/8fL A code/AR! 8L00079-X 8L00080-X 8L00081-X

5pins/57. | B code/BT! 8LO0091-X 8L00092-X 8L00093-X

4pins/4%l D code/D7#! 8L00520-X 8L00521-X 8L00522-X
Pin assignment front view/¥LA. 73 A5 B AL B

A code 3pins A code 4pins A code 6pins A code 8pins B code 5pins  Dcode 4pins
ARI3L ARa4l AR6L ATY8HL BAYSHL DAYaAL,

General data/ & P ¥
Pin numbers/&l % 3pins/3fL 4pins/44L Spins/5fL 6pins/6fL 8pins/8fL
Rated voltage/%i %€ i [ 60V 30V 30V 30V 30V
Rated current(40°C)/HUE AL 3A 3A 3A 1A 1A
Standards/brifE IEC 61076-2-104
Termination/#E 3 77 20 Solder and over-mold/J& 22 F1 i U
Connector locking system/%8i'% J7 3% Screw/ 421
Degree of protection/Bhi " 55 2 IP67, IP68, IP69K
Wire gauge(mm?)/Z 81 (°F- 77 $0) 0.14mm2-0.34mm? 0.14mm?
Wire gauge(AWG)/Zk 5 (- 7 31) 26AWG-22AWG 26AWG

Mechanical operation/#fifk X £ >100 mating cycles/ k100X

Ambient temperature(operation)/ e/ iE & -25°C~+85°C

Contact resistance/$% it B, BH. <5mQ

Insulation resistance/#f % FijH =>100MQ

Connector body/Jki it TPU

Pin/ i1 Phosphorus copper with gold plated /fli i 5% 4
Screw/I& 22 Brass with nickel plated/ % #i §% &
Over-mold/§ Y TPU

Gasket/Ji 4] Fluorine ring/ %8k P&l

Customs tariff number/# < 4w L 8518900001

Environmental compliance/3 8 57 & bR v RoHs, Reach
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