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■ 良好的操作舒适性

■ 极高的可靠性能

■ 节能降噪，绿色环保

■ 维护保养方便■ 高效的压实性能 ■ 全方位安全保护

■ 流线型外观设计

XS263J是一款高性能超重型机械驱动单钢轮压路机。作为徐工新一代机械驱动单钢轮振动压路机的主力机型，该机在节能高

效、压实性能、可靠性、操作舒适性等方面有大幅提升。

产品简介 Introduction

性能特点 Features

尖/端/科/技  引/领/行/业
单钢轮振动压路机

前框架采用大圆弧造型，机罩采用流线型设计，整机造型美观，良好的感觉让你知

道这就是徐工新一代机械驱动单钢轮振动压路机。

采用上柴SC8D直喷式涡轮增压低转速柴油机，优化动力系统匹配，实现最佳油耗工

作区，使综合油耗下降10%。

低转速柴油机降低噪声排放，并增强整机密封性，使整机噪声下降2分贝。

双频双幅，满足不同工况要求。

优化传动系统匹配，实现最佳的压实作

业速度，使作业效率提升8%。

采用国内首创的离合缓冲保护系统，升级了离合系统关键元件，起

步更平稳，可靠性大幅提升。

采用重载进口柱塞泵、马达组成闭式液压振动系统，液压振动系统

工作平稳，可靠性高。

配置长寿命振动轮，振动轮使用寿命延长一倍。

电液控制的动力换挡变速箱，配以自主知识产权的新型电控换挡手

柄，使机械式单钢轮压路机在操纵舒适性上更加接近全液压单钢轮

压路机的水平。

驾驶室采用全包内饰，操作环境大幅改善。

钳盘式行车制动、带式停车制动，相

互独立，制动安全可靠。

压路机转运时，铰接锁止结构将前后

车加安全锁紧，确保运输安全。

前翻机罩开启角度大，电动升降装置可

使机罩在升降过程中安全地停在任何位

置，各系统部件维护保养方便。

XS263J

外形尺寸 Main Dimensions (mm)

主要尺寸 Main Dimensions (mm)

主要技术参数 Main Specifications
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工作质量

前轮分配质量

静线载荷

速度范围

    I  速

    II 速

    III速

理论爬坡能力

最小转弯外半径

转向角

摇摆角

振动频率（低/高）

名义振幅（高/低）

激振力 @高/低振幅

振动轮直径

振动轮宽度

发动机型号

额定功率 @1800 r/min

发动机油耗

液压油箱容积

燃油箱容积

单位 Unit

kg

kg

N/cm

km/h

%

mm

°

°

Hz

mm

kN

mm

mm

kW

g/kW.h

L

L

Item

Operating Weight

Weight at Drum

Static Linear Load

Speed Range

I Speed

II Speed

III Speed

Theoretical Gradeability

Min. Turning Radius, Outside

Steering Angle

Oscillating Angle

Vibration Frequency(H/L)

Nominal Amplitude(H/L)

Centrifugal Force@ H/L Amplitude

Drum Diameter

Drum Width

Engine Model

Rated Power

Rated oil wear

Hydraulic tank capacity

Fuel tank capacity

A       B       C       D      G       L型号

XS263J 6430 3260 1780 1500 508 2470

XS263J
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±11

27/32

1.9/0.95

405/290
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2170
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