
          Item: Dual CamLink RAW

          Model: ezcap361

ezcap361 Dual CamLink RAW, will capture and stream two channel HDMI signal up to 4K or RGB24 
1080P60 from Camcorder, DSLR, action camera, mobile devices and etc. It also includes two audio inputs 
for connecting mixer to mix audio with video.

Specifications

Interface  USB 3.2 (Gen 1) Type-C 

Video Input HDMI ® 1.4 enabled x2

Audio Input HDMI 1.4 x2, 3.5mm Line In (TRS 3-pole) x2  

Max. HDMI Input Resolution 2160p30, 1080p60

Max Record Resolution for 
HDMI1

3840 x 2160 - 60fps/MJPG. 
2560 x 1440 - 144fps/MJPG. 
2560 x 1080 - 60fps/MJPG. 
1920 x 1080 - 240fps/MJPG, 120fps /NV12/I420, 60fps/NV12/I420/ 
YUY2/RGB24. 
1280 x 720 - 60fps/NV12/I420/YUY2/RGB24/MJPG.

Max Record Resolution for 
HDMI2

1920 x 1080 - 60fps/NV12/I420/ YUY2. 
1280 x 720 - 60fps/NV12/I420/YUY2.
720 x 576 - 60fps/NV12/I420/YUY2.
720 x 480 - 60fps/ NV12/I420/YUY2. 

Package Contents ezcap361 Dual CamLink RAW x1, USB-C to A cable x1, Manual x1

Dimensions 99 x 99 x 23 mm



Weight 190g


